


CRYSTAL CLEAR RUBBER MOLDS INSTRUCTIONS

The H@M@WMA— Clear Molds are made from our very special top quality Rubbers that have
excellent transparency features.You can see everithing happens inside Our Clear Molds during
pouring and in case of emebedding objects youll have full control of position and air bubbles entrap-
ped that can be easly seen and pulled out.

Our Clear Molds are TRANSPARENTS AS GLASS and very flexible to guarantee a very easy de

molding ,to preserve this wonderful features our Clear molds just need some adding cares compa-
ring to other standard molds .

PLEASE CAREFULLY READ OUR GENERAL INFOS

-If you need to use a releasing agent the safer to work with Our Clear molds are Natural Wax ones
(Petroleum based releasing agents could damage the internal surface of Our Clear molds or cau-
sing an early whitening in few casting)

-Always play gently with this molds that can rip in case you use them in forceful way

-After any pouring ,Wash your mold carefully with neutral soap and MILD water and let the mold
dry on a plain surface before to use it again.

-Never use Acetone or hot water to clean your Clear Molds.
-Never scrub your mold with abrasive sponges or sharp tools specially on inside surface.

-Store your molds in close container on a plain surface to keep the molds away from dust or direct
sunlight.

ADDITIONAL INFOS ABOUT THE CLEAR MOLDS LIFE:

Clear molds with sliced parts or sides cuts(as spheres molds or some rings molds styles) needs more
care during demolding so to prevent any demolding damages i advice to gently pull out your

Resin Pieces using the " SOAP AND WATER TECNIQUE" :
o be sure that your resin is really cured(so its not stick or flexible)
R gently open the pouring hole and pour a drop of neutral liquid soap and MILD water inside of it

R Pull out your object very slowly till object will easily pop out of your mold

WHITENING OF CLEAR MOLDS:

Usually our Clear Molds could get white aften many casting but in some cases it could happens

ou Often keep your resin inside the mold for long time (usually more than 24 hours for epoxy
or if you use Long time curing resins ( as 72 hours curing time ones) your clear mold could
is flexibility or get white in few casting.

not wash your molds with water and soap after every use or if you keep resj
or long time that can decrease you molds life or /and can cause an ea
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MOLDS MANUAL
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THE HOM&WMA- MOULDS ARE PROUDLY DESIGNED AND MADED IN ITALY IN A SMALL STUDIO-LAB BY ALBERTO AND
TANIA,THE MOLD MAKING PROCESS IS TOTALLY BY HAND AND EVERY MOLD IS CREATED USING TOP QUALITY RUBBERS AND OUR OWN SPECIAL
TECNIQUES. WE GLADLY PROVIDE ALSO A CUSTOM MOLD MAKING SERVICE,STARTING FROM YOUR OWN CONCEPT OR DESIGN WE CAN PROJECT
AND CREATE YOUR VERY UNIQUE RINGS-BANGLES-EARRINGS OR SHAPES MOLDS TO SUPPORT YOUR OWN PROJECT AND CREATIVITY.

HOM&WW RUBBER MOULDS ARE HAND MADE SUPPLIES , SUITABLE FOR THE REPRODUCTION OF VARIOUS DIFFERENT CASTING AND

CLAY MATERIALS: POLYESTER , EPOXY OR POLYURETHANE RESINS, PLASTER, MARMOREAN, WAX AND POLYMER CLAYS LIKE FIMO AND CERNIT,CONCRETE
,PMC ,SOAPWAX FOR CANDLES ,AND MANY MORE.

GENERAL INFOS:

o Carefully read your Resin Brand Instruction/ Manuals before to use any kind of molds.
Follow your Resin Brand Instructions to know how to mix your resin components, curing time or other
technical details ,cause every Resin Brands could have different features.

® Our Standard and Clear Rubber molds are not food grade.

®Our rubbers are non-stick -No need for a releasing agent for most kind of resins
If your Resin Brand require to use a releasing agent with silicone molds,please be sure that the
Releasing agent dont contain Petroleum based substances to not damage the internal surface of
Clear molds.

® Our rubber molds are absolutely no-toxic and hypoallergenic but not edible.

o After any pouring ,Wash your mold carefully with neutral soap and mild water.

o Store your molds in close container ,on plain surface, to keep the molds away from dust or direct
sunlight.

STANDARD RUBBER MOLDS INSTRUCTIONS

- Our Standard Rubber Molds Are Coloured Silicone Molds(NON CLEAR) with high resistance to
chemicals as Resins and Concrete and a great features on tensile strengt

-The rubber is resistant up to 200° C permitting the casting of wax.

-The Standard rubber can be heated at a max temperature of 30 C°(celsius)
for max 24 hours at time.

CRYSTAL CLEAR RUBBER MOLDS INSTRUCTIONS
The m&m Clear Molds are made from our very special top quality Rubbers that have

excellent transparency features.You can see everithing happens inside Our Clear Molds during
pouring and in case of emebedding objects youll have full control of position and air bubbles entrap-
ped that can be easly seen and pulled out.

Our Clear Molds are TRANSPARENTS AS GLASS and very flexible to guarantee a very easy de
molding ,to preserve this wonderful features our Clear molds just need some adding cares compa-
ring to other standard molds .

PLEASE CAREFULLY READ OUR GENERAL INFOS

-If you need to use a releasing agent the safer to work with Our Clear molds are Natural Wax ones
(Petroleum based releasing agents could damage the internal surface of Our Clear molds or cau-
sing an early whitening in few casting)

-Always play gently with this molds that can rip in case you use them in forceful way

-After any pouring ,Wash your mold carefully with neutral soap and MILD water and let the mold
dry on a plain surface before to use it again.

-Never use Acetone or hot water to clean your Clear Molds.
-Never scrub your mold with abrasive sponges or sharp tools specially on inside surface.

-Store your molds in close container on a plain surface to keep the molds away from dust or direct
sunlight.

ADDITIONAL INFOS ABOUT THE CLEAR MOLDS LIFE:

Clear molds with sliced parts or sides cuts(as spheres molds or some rings molds styles) needs more
care during demolding so to prevent any demolding damages i advice to gently pull out your

Resin Pieces using the " SOAP AND WATER TECNIQUE" :
o be sure that your resin is really cured(so its not stick or flexible)
o gently open the pouring hole and pour a drop of neutral liquid soap and MILD water inside of it

o Pull out your object very slowly till object will easily pop out of your mold

WHITENING OF CLEAR MOLDS:

Usually our Clear Molds could get white aften many casting but in some cases it could happens
earlyer:

If You Often keep your resin inside the mold for long time (usually more than 24 hours for epoxy
resin) or if you use Long time curing resins ( as 72 hours curing time ones) your clear mold could
loose his flexibility or get white in few casting.

If you usually not wash your molds with water and soap after every use or if you keep resin residual
on your molds for long time that can decrease you molds life or /and can cause an early whitening .
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